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A

Any colour

0.9mm

0.67mm

Marking:

Material

        Jacket
Minimum Average Thickness

Minimum Thickness at any point

Overall Diameter(Approx) 8.5± 0.2
Color

NA

Assembly Pair

3-Core

NA

NA

NA

NAMylar Foil

NA

Filler

Material

       Taping

      Shielded A1-Mylar Foil

         Drain
Construction

    Core Assembly

NA

      Conductor
Size

Material

Construction

3G  1.5mm2

3.05± 0.10

Blue,Brown,Green/Yellow

Annealed Bare Copper

48/∮ 0.202±0.01

PVC

0.70mm

Style

Size

      PVC FLEXIBLE CORDS
Document  No

 Page

 1/2
H05VV-F   3G  1.5mm2

1. Standard:   IEC  60227  IEC60228

                                        Item              Specification

2. Construction & Dimension

Core Twist

0.53mmMinimum Thickness at any point

Identification

Diameter

     Insulation

Material

Minimum Average Thickness

YUNG  LI  CO.,  LTD
SPECIFICATION

CEBEC CEBEC F F NN KEMA-KEURKEMA-KEUR

++
SS

Yung  Li Co., Ltd. H05VV-F 3G  1.5mm   VDE   NF-USE 1347
  2

IEMMEQU  SAA-190646-EA     A004049 60227 IEC 53(RVV) 300/500V    SU01027-4002FIFI
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A

70±4℃  X 1hr ≦ 50%

Graph:

      PVC FLEXIBLE CORDS
 Document  No

4.Electrical & Physical Properties

 2/2

SPECIFICATION

                                Item                    Specification

H05VV-F   3G  1.5mm2

Style

Size
Page

Rating Voltage

Dielectric Strength

70℃

AC  2.0 KV / 15MIN   No Brcak

Conductor resistance(AT 20℃) 13.3Ω/Km  Max

Insulation Resistance(AT 70℃) 0.010MΩ/Km    Min

Maximum Temperature Rating

 300/500V

Spark Test 5KV

Unaged
1.02 kgf/mm2 min

150% Min

 Insulation 80~120% (80℃x168hrs)

80~120% (80℃x168hrs)

2.0mg/cm2 (max)

Tensile Strength

Elongation

Tensile Strength

Elongation

150% Min

1.02 kgf/mm2 min

Aged 

Loss of mass Test

Unaged
Tensile Strength

Elongation

Elongation 80~120% (80℃x168hrs)

150±2℃ x 1hr No Crack

Deformation Test

Cold Bend Test

Heat Shock Test 

YUNG  LI  CO.,  LTD

 -15℃  x 4hr No Crack

Loss of mass Test 2.0mg/cm2 (max)

Jacket
Aged 

Tensile Strength 80~120% (80℃x168hrs)

PVC JACKET(被覆)

COPPER CONDUCTOR(導体)

PVC INSULATION(絕緣)



@ CERTIFICATE FOR CHINA COMPULSORY PRODUCT CERTIFICATION 

CERTIFICATE NO.: 2011010101495709 	 Valid from: Jun.25,2021 


Valid until: Jun.25,2026 


NAME AND REGISTERED Yung Li CO.,Ltd. 
ADDRESS OF THE APPUCANT Dapu Industrial Zone, Gangzi, Chang ping Town, Dongguan 

NAME AND REGISTERED Yung Li CO.,Ltd. 
ADDRESS OF THE Dapu Industrial Zone, Gangzi, Changping Town, Dongguan 
MANUFACTURER 

NAME AND LOCATION Yung Li Co.Jtd. 

OF THE FACTORY Dapu Industrial Zone, Gangzi, Changping Town, Dongguan 

PRODUCT MODEL(S) 	 Cord set 

YP-03A+YC-18 16A 250V - (lIC 602271EC53 3>< 0.75mm2,60227IEC53 3>< 1mm2,602271EC53 3 >< 
1.5mm2),YP-03A+ YC-18L 16A 250V - (lIC 602271EC53 3><0.75mm2,60227IEC53 3>< 1mm2,602271EC53 3 
>< 1.5mm2),YP-03B+ YC-18 16A 250V - (lIC 602271EC53 3><0.75mm2,602271EC53 3>< 1mm2,602271EC53 3 
><1.5mm2),YP-03B+YC-18L 16A 250V - (Ie 602271EC53 3><0.75mm2,60227IEC53 3><lmm2,60227IEC53 
3><1.5mm2) 

STANDARDS AND GBrr 15934-2008 

TECHNICAL REQUIREMENTS 

This is to certify that the above mentioned product(s) complies with the requirements of implementation rules for compulsory 

certification(REFNO. CNCA-C02-01:2014) 

The validity of the certificate is subject to positive result of the regular follow up inspection by issuing certification body until the expiry 

date. 

Date of original issued: Aug.30,2011 

Accredited by China National Accreditation Service for Conformity Assessment CNAS C001-P 

The certificate information is available through the QR code below or CNCA' s website: www.cnca.gov.cn 

SIGNATURE: 

CHINA QUALITY CERTIFICATION CENTRE 


http://www.cqc.com.cn Section 9, No.l88, Nansihuan Xilu, Beijing 100070 P.R.China 	 Tel: +861083886666 

Q 2799848 

http://www.cqc.com.cn
www.cnca.gov.cn
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CERTIFICATE FOR CHINA COMPOlSORVPRODtJCrCERTIFIOATION' 

CF;RTlfiCATENO.: .i00401'OlQS138414 
', 

....:.··:····NAME·ANoiAoDRess·oFiTHE··APPltCANT 
i'> ¥Ullg'6cO·,l.td.,.. .' . '; 

OapulndustrtalZone,GangZt,CllaOgPlng.Jown,Dongguan . 
" ' <~: ': 0 ,~ , , ',:, " ' , , 

NAME'ANtrAODREss.qPTHE·MANUfACTURER 
;·YtmgLi.Co.tltd~ 


Dapu JndostrjatZoneJGangzi,Ch~~pihg.TownJDonggLJan 

. ' 

NAMEANriADDREsSOFTHE FACTORY 

Yung Lit10.,Ltd. . .... .'. . 
Dapu.'ndustriafZane,Gangzi,Changmng Towt1;Odnggl.lan

, , 

:PROOUCT·,NAME,'·"()Qel.ANO':Sf'ECIFICATION 

" ..'.'. .... . 

, ' " ' . 

PVC ir1sutated1!exibfe cables and wires .... 
60227' fEC .52{RW) 300l300YO:5-0.75(2..3 ~}; 60227 fEe 53(Rvv)300/500VO.75~2~S(2;';· .. 

-5 ;(!;); 

THESTANDARDSANDTECHN·ICALREQUIREMENTS FOR.THE PRODuctS 
GBIT 5023.5-2008/IEC60227-5:2003 

This is to certify thaftheaboyt m.ntion8d:Il!~cf{tr~rnptiej with the requirements of 

implementation rules forcOfnpulsotfeertJt.eatf~iJtRiFNO.CNCA·C01-01 :2014). 


Validftom:Nov.2O,2020 .'c~l!lid~il:NOv,20,2025 

The validity of the certiflcateluubject to~er~lIlt jotth'i r~~'folJ()w up 


inspection by issuing certification bddy~ulrtl'the,.xpi" dateti 

Date oforiginal issued: Jan,04,2005 


. President: 
.~".-;........-t~ 

CHINA'QUALITV: C~ER11fICAIION'CENTRE' 

htt.p://www.cqc.com.cn Section 9., .No. lSS, Nans1huQtl'Xftu.BeljingloootO P. R. Ctlina Tet: +86: lO~6 

Q 2529714 

http:Ullg'6cO�,l.td



