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Edition

A

Any colour

0.9mm

0.67mm

Marking:

Material

        Jacket
Minimum Average Thickness

Minimum Thickness at any point

Overall Diameter(Approx) 8.5± 0.15

Color

NA

Assembly Pair

3-Core

NA

NA

NA

NAMylar Foil

NA

Filler

Material

       Taping

      Shielded A1-Mylar Foil

         Drain
Construction

    Core Assembly

NA

      Conductor
Size

Material

Construction

3G  1.5mm2

3.05± 0.10

Blue,Brown,Green/Yellow

Annealed Bare Copper

48/∮ 0.202±0.01

PVC

0.70mm

Style

Size

      PVC FLEXIBLE CORDS
Document  No

 Page

 1/2
H05VV-F   3G  1.5mm2

1. Standard:   IEC  60227  IEC60228

                                        Item              Specification

2. Construction & Dimension

Core Twist

0.53mmMinimum Thickness at any point

Identification

Diameter

     Insulation

Material

Minimum Average Thickness

YUNG  LI  CO.,  LTD
SPECIFICATION

CEBEC CEBEC F F NN KEMA-KEURKEMA-KEUR

++
SS

Yung  Li Co., Ltd. H05VV-F 3G  1.5mm   VDE   NF-USE 1347
  2

IEMMEQU  SAA-190646-EA     A004049 60227 IEC 53(RVV) 300/500V    SU01027-4002FIFI
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A

70±4℃  X 1hr ≦ 50%

Graph:

      PVC FLEXIBLE CORDS
 Document  No

4.Electrical & Physical Properties

 2/2

SPECIFICATION

                                Item                    Specification

H05VV-F   3G  1.5mm2

Style

Size
Page

Rating Voltage

Dielectric Strength

70℃

AC  2.0 KV / 15MIN   No Brcak

Conductor resistance(AT 20℃) 13.3Ω/Km  Max

Insulation Resistance(AT 70℃) 0.010MΩ/Km    Min

Maximum Temperature Rating

 300/500V

Spark Test 5KV

Unaged
1.02 kgf/mm2 min

150% Min

 Insulation 80~120% (80℃x168hrs)

80~120% (80℃x168hrs)

2.0mg/cm2 (max)

Tensile Strength

Elongation

Tensile Strength

Elongation

150% Min

1.02 kgf/mm2 min

Aged 

Loss of mass Test

Unaged
Tensile Strength

Elongation

Elongation 80~120% (80℃x168hrs)

150±2℃ x 1hr No Crack

Deformation Test

Cold Bend Test

Heat Shock Test 

YUNG  LI  CO.,  LTD

 -15℃  x 4hr No Crack

Loss of mass Test 2.0mg/cm2 (max)

Jacket
Aged 

Tensile Strength 80~120% (80℃x168hrs)

PVC JACKET(被覆)

COPPER CONDUCTOR(導体)

PVC INSULATION(絕緣)





CERTIFICATE FOR CHINA COMPOLSORYPRODUCTCtRTIFJCATION' 


CERTIFICATENO:;~OO2010204005923 
f " I ' " ~ 

"-, '1 

NAME AND ADDRESS OF~~ti(~PPLICANT . 
'. 
Yung Li Co.,Ltd. 

. 

. Oapu Industrial Zone, Gangzi, Changpmg Town, Dongguan 

NAME AND ADDRESS OF THE MANUFAcTURER 
,. 

Yung LiCo.,Ltd. 

Dapu'lndustrial Zone, Gangzi, Changping Town, Dongguan 


NAME 'AND ADDR~~~ OF THE FACTORY 

. .... Yung Li Co.,Ud.";. 
Dapulndusfrial Zone{Gangzi. Changping Towil,Dongguan 

pl¥lw~l}NAME;;:MODEL AN6~PECIFICATION 
,!.1:QA\2~OiiC~nnector forCfass I;tluipment for ColdCQPoitlons 

YC;.l2;.VC.. 12L~/ YC~12L·1" YC-12L-2 .. YC-12L~JOA250V~(!r: 002?1J~C53 3x0.75m 
m2,60227rEG53 .3x1mm2,60227te~(3x1.5mm2) '. 

,THE STANDARDS AND TECHNICAL REQiliREMENTSFOR THE PRODUCT'S 
, ' . >'"':::,:.~:,~ 

GBfT17465.1 ..2009 

This is to certify that the above mentioned product(s) complies with the requirements of 
implementation rules for compulsory certification(REFNO.CNCA·C02·01 :2014). 

Valid from: Oct.10,2018 Valid until: Oct.10,2023 

The validity of the certificate Is subject to positive result Of the regular follow up 
inspection by issuing certification body untitfheexpiry date~ .. 

Date of orig~nalissued: Jun.26f~(/
} ~ , '\ \ I 

, \. c 

Pr~~Ident: .~ •..-lJ:
Wangf'J{~jiao 

.. ' . http://www.cqc.com.cn 

Q 2081830 


http:YC;.l2;.VC





