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Yung Li 
2019.04.22

Edition

A

YUNG  LI  CO.,  LTD

Marking:

3.4 ± 0.1/5.6±0.15

Any Color

0.60mm

0.44mm        Jacket

Color

Material

Minimum Average Thickness

Minimum Thickness at any point

Overall Diameter(Approx)

PVC

       Taping

      Shielded A1-Mylar Foil

         Drain

Mylar Foil

Material

Construction

NA

Assembly Pair

NA

NA

NA

NA

NA

Filler    Core Assembly

Identification

Diameter

     Insulation

Core Twist

      Conductor
Size

Material

Construction

0.35mm

2 x  0.75mm2

2.15 ± 0.10

Blue,Brown

Material

Minimum Average Thickness

Minimum Thickness at any point

 Page

 1/2
H03VVH2-F  2 x 0.75mm2

  2-Core

Annealed Bare Copper

67 /∮0.12±0.01

PVC

0.50mm

SPECIFICATION

1. Standard:    IEC  227  IEC228

                                        Item              Specification

2. Construction & Dimension

Style

Size

PVC FLEXIBLE CORDS
Document  No

CY-V04034

CEBEC 

IEMMEQU  SAA-190646-EA    A004049 60227 IEC 52(RVV) 300/300V     SU01027-4001 

  Yung Li Co., Ltd.  H03VVH2-F 2X0.75mm   VDE   NF-USE 1347  2
KEMA-KEURF N

D FI N +
S



Yung Li 

2019.04.22

Edition

A

YUNG  LI  CO.,  LTD

Size

Style

SPECIFICATION

CY-V04034
      PVC FLEXIBLE CORDS

 Document  No

3.Electrical & Physical Properties

 2/2
H03VVH2-F  2 x 0.75mm2

Insulation Resistance(AT 70℃) 0.010MΩ/Km    Min

1500 lbs/in2  min

150% Min

                   Specification

Rating Voltage

Dielectric Strength

70℃   300V

AC  2.0  KV / 15 min  No Brcak

                                Item

Conductor resistance(AT 20℃) 26.0Ω/Km  MAX

80~120% (80℃x168hrs)

Jacket

Spark Test 5.0KV

Unaged

Aged 

Tensile Strength

Elongation

Tensile Strength

Elongation

80~120% (80℃x168hrs)

Elongation 80~120% (80℃x168hrs)

Insulation

Unaged
Tensile Strength 1500 lbs/in2  min

Elongation 150% Min

80~120% (80℃x168hrs)

Graph:

Page

 -15℃  x 4hr No Crack

150±2℃ x 1hr No Crack

Deformation Test

Cold Bend Test

Heat Shock Test 

70±4℃  X 1hr ≦ 50%

Aged 
Tensile Strength

PVC JACKET(被覆)

COPPER CONDUCTOR(導体)

PVC INSULATION(絕緣)



 
 

 
 

ASTA Licence 
    

    

  
 

  
  

  
  
 

 
R W Hayward 

 
Name 
 

Signature 
 

20th July 2018 

Date 
 

Issue number: 1 
Review date:  30th April 2023 
Factory Reference: LQ-494  

This Licence authorises use of the 
 

ASTA Diamond Mark  
 
Licence No. 1359 
 
 
 

Organisation: 

Yung Li Company Limited 
Da Pu Industrial Zone, Chang Ping Town, Dongguan City, 523571 
China  
 

Product:   Fused Plug 
Designation:   YP-61A  
Colour(s):   All Colours   
250 Volts a.c. 50 Hz  13 Amperes 
Non-rewirable  Rough use (BS1363/A) 
Crimped terminations  Solid nickel-plated brass L & N pins 
Solid moulded-on construction Brass E pin, alternatively ISOD 
 
Approval Standard:  BS 1363-1: 2016 + A1:2018 
 
 

The ASTA Diamond Mark 
is a symbol of electrical safety. 
It provides evidence for 
customers and authorities that 
Intertek has independently 
tested and certified the 
product’s compliance to 
applicable safety standards, 
also that Intertek monitors 
production and testing to 
ensure subsequent production 
continues to comply with stated 
standards. 
 
This Licence is valid until the 
review date or earlier if 
preceded by the withdrawal of 
the Approval Standard or 
otherwise withdrawn by the 
Certification Body.  
Current validity status can be 
confirmed by contacting: 
Intertek (ASTA office) 
Centre Court 
Meridian Business Park 
Leicester 
LE19 1WD 
United Kingdom 
Tel: +44 (0)116 263 0330 
asta@intertek.com 
 
Details of Approved variants, 
components and sites are 
given on Endorsements to this 
Licence (3 pages) 

010 

www.intertek.com 
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ASTA Certificates, ASTA Licences and ASTA Test Reports 
ASTA Certificates, ASTA Licences and ASTA Test Reports are issued by Intertek for the exclusive use 
of the party applying for the Certificate, Licence or Test Report and any related testing. Intertek 
assumes no liability to any parties other than those with which it has an agreement and then only in 
accordance with the agreed Terms and Conditions. 
The Applicant is authorised to copy or distribute ASTA Certificates, ASTA Licences and ASTA Test 
Reports provided the entire contents are included, or Certificate Front Sheets accompanied by any 
associated pages on which are stated the assigned rated characteristics and no part is obscured or 
illegible, or Licence front sheets. Permission must be obtained from Intertek before any other kind of 
reproduction is made. 
The holder of an ASTA Certificate may claim in Trade Journals, Catalogues, Technical Articles etc., and 
without the prior approval of Intertek that the product identified in an ASTA Certificate is ASTA Certified. 
The holder of an ASTA Licence may claim in Trade Journals, Catalogues, Technical Articles etc., and 
without the prior approval of Intertek that the product identified in an ASTA Licence is ASTA Approved. 
To minimise the possibility of any misunderstanding such claims must clearly identify the product(s) 
certified or approved, the ratings verified by ASTA and the Standard against which certification/approval 
has been made. 
Any other use of the Intertek or ASTA names must first be approved in writing by Intertek. Test results 
and ratings proven by testing included in ASTA Certificates and ASTA Test Reports relate specifically to 
the sample(s) tested. 
 
Types of ASTA Certificates 
Certificates are issued when samples of a particular product design have been tested satisfactorily 
against the requirements of a National, European, International or ASTA Standard.  Several forms of 
Certificate are available, including: 
 

Certificate of Complete Compliance 
Verifies compliance with all the requirements of a Standard  
 
Certificate of Type/Verification Tests 
Verifies complete series of type/verification tests prescribed in a Standard has been made 
successfully 
 
Certificate of Selected Type/Verification Tests 
Verifies specified type/verification tests have been made successfully 
 
Supplementary Certificate 
Extends the scope of an existing Certificate to cover changes in rating or in design  

 
ASTA Test Report 
An ASTA Test Report is issued when tests otherwise satisfactory cannot be included in a Certificate  
for one or more reasons, e.g. verification of non-standard ratings. 
 
ASTA Licences and ASTA Diamond Mark  
The use of the ASTA Diamond Mark on products is authorised by an ASTA Licence. Products covered 
by an ASTA Licence can be referred to as ASTA Approved. Requirements for ASTA Licences include 
testing for full compliance with relevant standards and satisfactory, on-going assessment of production. 
Validity and use of ASTA Licences are subject to compliance with Intertek Certification Regulations.  
For more information see http://client-webex.intertek.com/europeinspection/default.aspx 
 
Short-Circuit Testing Liaison (STL) 
Intertek (ASTA) is a member of the Short-Circuit Testing Liaison. For further details please refer to  
http://stl-liaison.org  
 
Authenticity 
Authenticity of any ASTA document can be confirmed by contacting the Intertek office detailed on the  
front of this document. 

 

http://client-webex.intertek.com/europeinspection/default.aspx
http://stl-liaison.org/


 













1.  Kelengkapan yang diluluskan adalah dicadangkan hanya untuk dipamerkan dan bukan untuk dijual, dipasang atau digunakan.

* Potong yang mana berkenaan. [norfaidarina]

Printed from : ePermit
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VDE Prüf- und Zertifizierungsinstitut
Zeichengenehmigung

Ausweis-Nr. /
Certificate No.

40029072

Blatt /
Page

   2 

Name und Sitz des Genehmigungs-Inhabers / Name and registered seat of the Certificate holder

Yung-Li Co. Ltd., Da Pu Industrial Zone, Cang Zi, Chang Ping Town, 523571 DONG GUAN CITY, Guangdong,
CHINA

Aktenzeichen / File ref. letzte Änderung / updated Datum / Date

1609800-1550-0005 / 232749 / CC1 / E 2017-10-19 2010-01-08

Dieses Blatt gilt nur in Verbindung mit Blatt 1 des Zeichengenehmigungsausweises Nr. 40029072.
This supplement is only valid in conjunction with page 1 of the Certificate No. 40029072.

Gerätesteckdose, nicht-wiederanschließbar
Connector, non-rewirable

Typ(en) / Type(s)

1) YC-13  
2) YC-13L  
3) YC-13D  

Bemessungsspannung
Rated voltage

AC 250 V

Bemessungsstrom
Rated current

2,5 A

Polzahl 2-polig ohne Schutzkontakt
Number of poles 2-pole without earthing contact

Bauart Normblatt C7
Kind of construction standard sheet C7

Ausführung(en) zentrale Leitungseinführung
Construction(s) straight cable entry

Für / for  1)

abgewinkelte Leitungseinführung
angled cable entry
Für / for  2), 3)

Warenzeicheninhaber
Trademark holder

Yung-Li Co. Ltd.

Anmerkung(en) Gerätesteckdosen ohne Schutzkontakt müssen Teil
einer Geräteanschlußleitung oder einer
Weiterverbindungs-Geräteanschlußleitung sein

Remark(s) Connectors without earthing contact shall be part
of a cord set or interconnection cord set

Produktinformation siehe Anlage Nr. 300 + 700 + 900 vom 2017-10-19
Product information see Appendix No. 300 + 700 + 900 dated 2017-10-19
__________________________________________________________________________________

Fortsetzung siehe Blatt    3 /
continued on page    3 

VDE Prüf- und Zertifizierungsinstitut GmbH * Testing and Certification Institute A__________________________________________________________________________________
Merianstrasse 28, D-63069 Offenbach Phone   +49 (0) 69 83 06-0

Telefax +49 (0) 69 83 06-555



 

 

VDE Prüf- und Zertifizierungsinstitut
Zeichengenehmigung

Ausweis-Nr. /
Certificate No.

40029072

Blatt /
Page

   3 

Name und Sitz des Genehmigungs-Inhabers / Name and registered seat of the Certificate holder

Yung-Li Co. Ltd., Da Pu Industrial Zone, Cang Zi, Chang Ping Town, 523571 DONG GUAN CITY, Guangdong,
CHINA

Aktenzeichen / File ref. letzte Änderung / updated Datum / Date

1609800-1550-0005 / 232749 / CC1 / E 2017-10-19 2010-01-08

Dieses Blatt gilt nur in Verbindung mit Blatt 1 des Zeichengenehmigungsausweises Nr. 40029072.
This supplement is only valid in conjunction with page 1 of the Certificate No. 40029072.

Dieser Zeichengenehmigungs-Ausweis bildet eine Grundlage für die EG-Konformitätserklärung und
CE-Kennzeichnung durch den Hersteller oder dessen Bevollmächtigten und bescheinigt die Konformität mit den
grundlegenden Schutzanforderungen der  EG-Niederspannungsrichtlinie 2014/35/EU.
This Marks Approval is a basis for the EC Declaration of Conformity and the CE Marking by the manufacturer or
his agent and proves the conformity with the essential safety requirements of the  EC Low-Voltage Directive
2014/35/EU.

VDE Prüf- und Zertifizierungsinstitut GmbH
VDE Testing and Certification Institute
Fachgebiet CC1
Section CC1

VDE Prüf- und Zertifizierungsinstitut GmbH * Testing and Certification Institute A__________________________________________________________________________________
Merianstrasse 28, D-63069 Offenbach Phone   +49 (0) 69 83 06-0

Telefax +49 (0) 69 83 06-555



 

 

VDE Prüf- und Zertifizierungsinstitut
Zeichengenehmigung

Ausweis-Nr. /
Certificate No.

40029072

Beiblatt /
Supplement

Name und Sitz des Genehmigungs-Inhabers / Name and registered seat of the Certificate holder

Yung-Li Co. Ltd., Da Pu Industrial Zone, Cang Zi, Chang Ping Town, 523571 DONG GUAN CITY, Guangdong,
CHINA

Aktenzeichen / File ref. letzte Änderung / updated Datum / Date

1609800-1550-0005 / 232749 / CC1 / E 2017-10-19 2010-01-08

Dieses Beiblatt ist Bestandteil des Zeichengenehmigungsausweises Nr. 40029072.
This supplement is part of the Certificate No. 40029072.

Gerätesteckdose, nicht-wiederanschließbar
Connector, non-rewirable

Fertigungsstätte(n)
Place(s) of manufacture

Referenz/Reference
30008928

Yung-Li Co. Ltd.
Da Pu Industrial Zone, Cang Zi
Chang Ping Town
523571 DONG GUAN CITY
Guangdong
CHINA

VDE Prüf- und Zertifizierungsinstitut GmbH
VDE Testing and Certification Institute
Fachgebiet CC1
Section CC1

VDE Prüf- und Zertifizierungsinstitut GmbH * Testing and Certification Institute A__________________________________________________________________________________
Merianstrasse 28, D-63069 Offenbach Phone   +49 (0) 69 83 06-0

Telefax +49 (0) 69 83 06-555



VDE Prüf- und Zertifizierungsinstitut Rubrik / Rubric Ausweis-Nr. /  
Certificate No. 

Anlage /  
Appendix 

Zeichengenehmigung 341  40029072  700 

Name und Sitz des Genehmigungs-Inhabers / Name and registered seat of the Certificate holder Aktenzeichen / File ref. letzte Änderung / updated Datum / Date 

Yung-Li Co. Ltd., Da Pu Industrial Zone, Cang Zi Chang Ping Town, 523571 DONG GUAN CITY, CN China 1609800-1550-0005/232749/CC1/E 2017-10-19 2010-01-08 

Dieses Blatt gilt nur in Verbindung mit Blatt 1 des Zeichengenehmigungsausweises Nr.  40029072 . 
This supplement is only valid in conjunction with page 1 of the Certificate No.  40029072     

  
VDE Prüf- und Zertifizierungsinstitut GmbH * Testing and Certification Institute 

 

 
 

 Merianstrasse 28, D-63069 Offenbach Seite / Page 1 / 1  
Phone  +49 (0) 69 83 06-0 
Telefax +49 (0) 69 83 06-555 

 
 

Gerätesteckdose, nicht-wiederanschließbar 
Connector, non-rewirable 

2-polig ohne Schutzkontakt 
2-pole without earthing contact 

 
Fertigungsstätte 
Place of manufacture: 3008928 Kennzeichnung 

Identification --- 
 

 

X ê genehmigte Ausführung  /  approved version ---  ê nicht genehmigt  /  not approved 
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Typ(en) 
Type(s) 

Leitungsaufdruck 
Marking on cable 

YC-13 Yung Li Co., Ltd. --- X X --- --- X X --- --- --- X X X X --- --- --- --- --- --- --- 

YC-13D Yung Li Co., Ltd. --- X X --- --- X X --- --- --- X X X X --- --- --- --- --- --- --- 

YC-13L Yung Li Co., Ltd. --- X X --- --- X X --- --- --- X X X X --- --- --- --- --- --- --- 
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Certif icate Nunrber: 23599

CERTIFICATE OF APPROVAL

ISSLiED PLIRSL]ANT TO THI EL[CTRICITY {CONSU]\,IER SAFET}.) ACT ?OO.I

ISSUED TO:

Yung  L iCo  L td

Appl iance Conncctor

CLASS { }F ' I \RTICLE:

DESCRIP ' r lON t lF  ARTTCLI  I

Appl iance Conneclor
(Non-rerv i rable,  thernroplast ic  moulded,  s t ra ight-entr t ,  C? appl iance connrctor
for  r :o ld {ondi t ions for  c lass I I  equipnrent  in tegra l ly  nroulded to anr ,<HAR>
cer l i f ied H03vvH2-F 2x0.75mmr or  Austra l inn apprcved,  t \vo-core,  0.75nrrn?.
PVC insulated and sheatheri l ight cluty flat f lexible corcl)
Tra i le  Nanre:  'Yung L i '
250V. ac 2.5A

EX,\PIINED FoR colt{PLIANC[ ]vITFL As.NZs 60320. r : 20{J.{

' IYP| i  
RgFI iRENCE COOII :  Type yC-13

APPROVAI,  ] \ , I ,4RK:

Each electrical article of the aboverlrentioned type shall be rnarlied with.4p;rroval Nurnber
NS}V23599 or  Nl537t  ;or
the Regulator; ' Compliauce Mark (RCM) providetl t lrat the requircments of all relevant
pnrts of AS/I\ZS 4417 applicable to the article are fulf i l led.

D,{TE OF APPROVAL: - t0. tu l r , l00S
This  app lova l  exP i res  J0  Ju l r , ]013 un less  suspent led ,  cance l led .  renet red  or  e r fended.

l 'or Cummissiontr lbr Fair Tratl inq



c0n$um8rs
& traders

ADDHNI}T]M TO CI'R'fTITICATI OF API}IIOVAL ?3599

Particulars of Modificstion(s)

l. Type No, YC-13 alternatiytly nrouldr:d to anl of the follorving <[IAlL> certif ied or equivalent
Australian approved llexible cordsr-

{n)  H05VVH2-F2X0.75nn2.
(b)  FI03V\/ -F2X0.75mm!.
(e)  r l05VV-F?X0.?5nrnr : .

2.  T1 pe No.  YC- l lL  beine s imi lar  to  Type No.  yC-1,3 ercept  hal ing a s ide cord entr r  on the
ver t ic : r l  p lane in l iea o i  a rear  cord enl r l 'anr I  in tegra l l l ' rnouldet l  to  anv of  the fo l lorv ing < l lAR>
certif ied or cquivalent Australiar: approt,ed flexible cords:_

{a)  HOIVYH?-F2X0,75nrm,.

{b) t l05}'V}|2-F 2X0.75nrnr:.
(c)  H03V\/ -F?X0.75rnnr t .
(d) H05\,'V-f 2X[f.75mm!.

J.  T1 'pe No.  YC- lJD being s i rn i lar  to  Type No.  YC-t3 except  having a s ide cord entry  on the
hor izonta l  Plane i r r  l ieu af  a rear  cqrd entry  and integra l ly  moulded to any of  the ib l lorv ing

<IlAli> certif ied or erluivarenr Austrarian apProved flexibre cords:-

(a)  H03VYH?-F2X0.75rnrnr .
(b)  H05VVH?-F1X0.75rnmtr .
(c) I ' l03VV-F 2X0.7-Smnr3.
(d)  H05\ iV-F2X0.75mni , .

Approved;  30 Jul1 '?008

for Conrmissioner for. Fair Trading

Slfet l '  r tnt l  Standards Branch. f l f f icc of Fair Trading, B:-adl icld Rorrd, l , indl iel l  \ \rcst
l imail :  energya pprovalsl i l )olt .conr ntcrce.n.r11.gr)!,au

rvrvrr. fairtrading.nsn..gor,,au l  J 32 ?0

Ii.ef: 23599/l



dvB Ref: NSW23599/2

NSW
GOVERNMENT

Fair
Trading

RENEWAL OF CERTIFICATE OF APPROVAL: NSW23599

Particulars of Renewal

The approval of (C7) Appliance Connector Type No. YC-13 and all approved modificaiions has
been ienewed for a oeriod of FIVE vears,

The Approval expires on 30/07120'18 unless it is renewed, extended, suspended or
cancelled.

olLlz-'.=

Email: enerqvapprovals@services.nswqov.au
Website: !4t44, ttle!!!9.!Sy.gqY€!

Energy & Utilities Unit, NSW FairTrading,
PO Box 972, Parramatta NSW 2124
02 9A95 0722
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