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Marking:

3.4 ± 0.1/5.6±0.15

Any Color

0.60mm

0.44mm        Jacket

Color

Material

Minimum Average Thickness

Minimum Thickness at any point

Overall Diameter(Approx)

PVC

       Taping

      Shielded A1-Mylar Foil

         Drain

Mylar Foil

Material

Construction

NA

Assembly Pair

NA

NA

NA

NA

NA

Filler    Core Assembly

Identification

Diameter

     Insulation

Core Twist

      Conductor
Size

Material

Construction

0.35mm

2 x  0.75mm2

2.15 ± 0.10

Blue,Brown

Material

Minimum Average Thickness

Minimum Thickness at any point

 Page

 1/2
H03VVH2-F  2 x 0.75mm2

  2-Core

Annealed Bare Copper

67 /∮0.12±0.01

PVC

0.50mm

SPECIFICATION

1. Standard:    IEC  227  IEC228

                                        Item              Specification

2. Construction & Dimension

Style

Size

PVC FLEXIBLE CORDS
Document  No

CY-V04034

CEBEC 

IEMMEQU  SAA-190646-EA    A004049 60227 IEC 52(RVV) 300/300V     SU01027-4001 

  Yung Li Co., Ltd.  H03VVH2-F 2X0.75mm   VDE   NF-USE 1347  2
KEMA-KEURF N

D FI N +
S
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Size

Style

SPECIFICATION

CY-V04034
      PVC FLEXIBLE CORDS

 Document  No

3.Electrical & Physical Properties

 2/2
H03VVH2-F  2 x 0.75mm2

Insulation Resistance(AT 70℃) 0.010MΩ/Km    Min

1500 lbs/in2  min

150% Min

                   Specification

Rating Voltage

Dielectric Strength

70℃   300V

AC  2.0  KV / 15 min  No Brcak

                                Item

Conductor resistance(AT 20℃) 26.0Ω/Km  MAX

80~120% (80℃x168hrs)

Jacket

Spark Test 5.0KV

Unaged

Aged 

Tensile Strength

Elongation

Tensile Strength

Elongation

80~120% (80℃x168hrs)

Elongation 80~120% (80℃x168hrs)

Insulation

Unaged
Tensile Strength 1500 lbs/in2  min

Elongation 150% Min

80~120% (80℃x168hrs)

Graph:

Page

 -15℃  x 4hr No Crack

150±2℃ x 1hr No Crack

Deformation Test

Cold Bend Test

Heat Shock Test 

70±4℃  X 1hr ≦ 50%

Aged 
Tensile Strength

PVC JACKET(被覆)

COPPER CONDUCTOR(導体)

PVC INSULATION(絕緣)



접  수  번  호
(Receipt No.)  : 17-080694-03-1

※ 이 인증서는 「전기용품 및 생활용품 안전관리법 시행규칙」에 따른 제품의 안전성 확인에 한정된 것이며, 그 밖의 다른 법률이 적용되는
    제품의 경우에는 해당 법률에 따라 추가로 인증ㆍ허가 등을 받아야 합니다.

1. 전기용품의 안전관리부품 및 재질목록(List of Critical Components)

2. 기본모델ㆍ파생모델의 내용 (Descriptions of the basic and series model)

3. 안전인증의 변경 현황 (Revisions Status)

첨부서류

한국산업기술시험원장
KOREA TESTING LABORATORY

안 전 인 증 번 호
(Certificate No.)

제  조  업  자/수 입 업 자 명
(Manufacturer/importer)

주               소
(Address)

제      품      명
(Product)

기  본  모  델  명
(Basic Model)

파  생  모  델  명
(Series Model)

정격/안전기준상의 모델구분
(Rating)

시   험    기   준
(Standard)

Safety Certificate

: SU01027-17003

: Yung Li Co.,Ltd

:

: 코드세트(Cordset)

: YP-21K+YC-13

: Not Applicable

: 2.5 A 250 VAC

: KC60799(2015-09)

「전기용품 및 생활용품 안전관리법 시행규칙」제9조제2항ㆍ제4항 또는 제10조제2항에 따라 안전인증서를
 발급합니다.
We Issue This Safety Certificate for the above appliances in accordance with the Article 9(2),9(4) or10
(2) of the Enforcement Rule of the Electrical Appliances and Consumer Products Fafety Control Act.

Da Pu Industrial Zone,Chang Ping Town,Dongguan City,
GuangDong Province China 523571

안 전 인 증 서

2018 년     01 월      17 일

  Year       month      day

본 인증서는 제  조  국  명 : 중국

제 조 업 자 명 : Yung Li Co.,Ltd
제조공장의 주소 : Da Pu Industrial Zone,Chang Ping Town,Dongguan City,Guan

gDong Province China 523571

의 제품에만 해당함






