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1. SCOPE:  

This specification applies to POWER SUPPLY CORDS which are in compliance with 

      With UL & CSA standards and authorized by UL & CSA as following files. 

UL E152635                            CORD SETS & POWER 

                   SUPPLY CORDS 

      CSA LR76393, LL76398                 SPECIAL USE CORD SET

2. Standard of applicable         

No. Item Type Max. voltages Max. current File No. 

2.1 Plug YP-12        E152635,LR76393 

2.2 Connector YC-12L     125V    10A E152635,LL76398 

2.3 Cord SVT  18/3C 105  BK

3. TEST CONDITION: This test and measurement, unless otherwise specified shall be carried out at a 

                 temperature of 150C to 350C, relative humidity of 25% to 85%, and atmospheric

                 pressure of 86kpa to 106kpa. 

                 However, when any doubt arises on the judgement value under it the test and  

                     measurement shall be carried out at a temperature of 20 20C, relative humidity 

of 60% to 70%, and atmospheric pressure of 86kpa to 106kpa. 

 4.ELECTRICAL PERFORMANCE 

NO. Item Test condition Requirement 

4-1 Dielectric 

Withstanding

Voltage  test 

AC2500V  is applied between a conductor 

 and other conductor for  1 second. 

Loss of electric current at 1mA 

No breakage 

4-2 Current and 

Polarity test 

L=L

E=E

N=N

No problem with 

Conductor

4-3
Insulation

resistance test 

In the air 200C~600C  DC 500V 
5M  km MIN 
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5.MECHANICAL PERFORMANCE 

NO. Item Test condition Requirement 

5-1 Aging test  Exposure to 70 2 , atmosphere for 168 hours 

under natural ventilation. 

No crack mucus 

mark wire exposure 

short and oppositive 

polarity.    

5-2 Input & output  

Force to connector

It is tested after taking the action of 10time 

input & output. 

Applied force is  

 1~6kg 

5-3 Pulling out force   

of  terminal   

The connection between blade terminal and 

conductor shall not break under a pull force of  

20lbs for 1minute 

Blade can not  

fall down 

5-4 Pulling out  

force of cord  

The joint in flexible cord is to be securely support- 

rated by a rigid flat mounted horizontally, a pull of 

133.4N weight for one minute to the flexible cord 

No looseness 
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6.MECHANICAL PERFORMANCE  

NO. Item Test condition Requirement 

6-1 Bending force The power supply cord division is fixing and load 

of 113g is added to a tip of a cable. It is made to do 

2500times bending on right and left each900

(bending speed 40 times/minute) 

Breaking rate is 

 under10% 
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Edition

 A

Minimum Average Thickness

Minimum Thickness at any point

Overall Diameter(Approx)

Color

6.3 ± 0.15

Any Color

  PVC

0.76mm

0.61mm

Marking : 

 YUNG LI (UL) E241374 SVT 3/C 18AWG(0.824mm2) 105℃ 300V VW-1
CSA 177323 SVT 3/C 18AWG(0.824mm2) 105℃ 300V FT-2

Material

Jacket

Core Assembly

NA

NA

NA

NATaping

Shielded A1-Mylar Foil

Drain Wire 

Mylar Foil

Material

Construction

Cotton 8000D

Assembly Pair

NA

Filler

 PVC FLEXIBLE CORDS

 Page

 1/2

Core Twist

0.33mm

18AWG x 3C

2.1 ± 0.1

Black, Green, White

Annealed Bare Copper

41/∮0.16±0.002

2. Construction & Dimension

   3-Core

Insulation

P.V.C.

0.38mm

Material

Minimum Average Thickness

Minimum Thickness at any point

Identification

                                        Item              Specification

Diameter

Conductor

Size

Material

Construction

Size SVT   18/ 3C   105℃

Style

YUNG  LI  CO.,  LTD

 Document  No

SPECIFICATION

1. Standard     :   UL 62   UL 1581  



Yung-Li 

2008.8.10

Edition

 A

Graph:

  Insulation

Unaged
Tensile Strength 1500 lbs/in2  min

Elongation 100％ Min

 Min 85％ (136±1℃ x 168hrs)

 PVC FLEXIBLE CORDS
 Document  No

3. Electrical & Physical Properties

SVT   18/ 3C   105℃
 2/2

Style

SPECIFICATION

Page

1500 lbs/in2  min

                   Specification

Insulation Resistance

Rating Voltage

 Min 45％ (136±1℃ x 168hrs)

Spark Test 3.0KV/0.15 Sec

Unaged

Aged 

Tensile Strength

Elongation

Tensile Strength

Elongation

 -20℃  x 4hr No Crack

121℃±1℃ x 1hr No Crack

 Min 65％ (136±1℃ x 168hrs)

100％ Min

Dielectric Strength

 300V

≧0.76M /Km    15.0℃ Min

AC   1.5KV/1 min No Crack

                                Item

Jacket

Aged 
Tensile Strength  Min 85％ (136±1℃ x 168hrs)

Elongation

Flame Test VW-1

Cold Bend Test

Heat Shock Test 

 121℃±1℃m X 1hr ≦ 50%Deformation Test

Size

YUNG  LI  CO.,  LTD

Filler(填充料)

PVC Insulation(絕緣)

Copper conductor(導体)

PVC Jacket(被覆)
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Cat. No.

ANSI/NEMA 

WD6 Config

Cord 

AWG

Cord 

Type

Electrical 

Rating 

Amps V

YP-11 1-15 18/2 SPT-1, SPT-1W, NISPT-1, SPT-2, SPT-2W, 

NISPT-2, SPT-3, HPN, SVT, SVTO, SJT, 

SJTW, SJTO, SJTOW, SV, SVO, SJ, SJO, 

SJOW, SJOOW

10/125

17/2 SVT, SVTO, SV, SVO, SJ, SJO, SJOW, 

SJOOW

12/125

16/2 SPT-2, SPT-2W, NISPT-2, SPT-3, SVT, SVTO, 

SJT, SJTW, SJTO, SJTOW, SV, SVO, SJ, SJO, 

SJOW, SJOOW

13/125

16/2 HPN 15/125

14/2 SPT-3, SJT, SJTW, SJTO, SJTOW, SJ, SJO, 

SJOW, SJOOW

15/125

YP-11W 1-15P 18/2 SPT-1, SPT-1W, NISPT-1, SPT-2, SPT-2W, 

NISPT-2, SPT-3, HPN, SVT, SVTO, SJT, 

SJTW, , SJTO, SJTOW, SV, SVO, SJ, SJO, 
SJOW, SJOOW

10/125

17/2 SVT, SVTO, SV, SVO, SJ, SJO, SJOW, 

SJOOW

12/125

16/2 SPT-2, SPT-2W, NISPT-2, SPT-3,SVT, SVTO, 

SJT, SJTW, SJTO, SJTOW, SV, SVO, SJ, SJO, 

SJOW, SJOOW

13/125

16/2 HPN 15/125

14/2 SPT-3, SJT, SJTW, SJTO, SJTOW, SJ, SJO, 

SJOW, SJOOW

15/125

YP-11C 1-15 18/2 NISPT-1, NISPT-2 10/125

YP-12 5-15 18/3 SVT, SVT Shielded, SVTO, SJT, SJT Shielded, 

SJTW, SJTW Shielded, SJTO, SJTOW, ST, 

STW, STOW, SV, SVO, SJ, SJO, SJOW, 

SJOOW, S, SO, SOW, SOOW, SPT-2, SPT-3

10/125

17/3 SVT, SVTO, SV, SVO 12/125

16/3 SVT, SVTO, SJT, SJTW, SJTO, SJTOW, ST, 

STW, STOW, SV, SVO, SJ, SJO, SJOW, 

SJOOW, S, SO, SOW, SOOW, SPT-2, SPT-3

13/125

14/3 SJT, SJTW, SJTO, SJTOW, ST, STW, STOW, 

SJ, SJO, SJOW, SJOOW, S, SO, SOW, SOOW, 

15/125



Special-use cord sets

14 SJT, SJTW, SJTO, SJTOW, ST, STW, STOW, 

SO, SOW, SOOW

15/125

12 SJT, SJTW, SJTO, SJTOW, ST, STW, STOW, 

SO, SOW, SOOW

20/125

YP-19HL 6-20 18 SJT, SJT SHIELDED, SJTW, SJTW SHIELDED, 

SJTO, SJTOW, ST, STW, STOW, SJ, SJO, 
SJOW, SJOOW, S, SO, SOW, SOOW

10/250

16 SJT, SJTW, SJTO, SJTOW, ST, STW, STOW, 

SO, SOW, SOOW

13/250

14 SJT, SJTW, SJTO, SJTOW, ST, STW, STOW, 

SO, SOW, SOOW

15/250

12 SJT, SJTW, SJTO, SJTOW, ST, STW, STOW, 

SO, SOW, SOOW

15/250

Cat. No.

IEC 

320 

Config

Cord

AWG

Cord 

Type

Electrical 

Rating 

Amps V

YC-11 IEC

C17

18 SPT-1, SPT-2, NISPT-1, NISPT-2, SPT-3, SVT, SJTO, SJTOW, ST, 

STW, STOW, SO, SOW, SOOW

125/250

16 SPT-2, NISPT-2, SPT-3, SVT, SJT, SJTW, SJTO, SJTOW, ST, STW, 

STOW, SO, SOW, SOOW

125/250

YC-12, 
YC-12L

IEC
C13

18 SVT, SVT Shielded, SJT, SJT Shielded, SJTW, SJTW Shielded, SJTO, 
SJTOW, ST, STW, STOW, SO, SOW, SOOW, SPT-2, SPT-3

125/250

IEC

C13

16 SJT, SJTW, SJTO, SJTOW, ST, STW, STOW, SO, SOW, SOOW, SPT-3 125/250

14 SJT, SJTW, SJTO, SJTOW, ST, STW, STOW, SO, SOW, SOOW, SPT-3 125/250

YC-12

(A.C.1)

IEC

C13

12 SJT, SJTW, SJTO, SJTOW, ST, STW, STOW, SO, SOW, SOOW, SPT-3 125/250

10 SJT, SJTW, SJTO, SJTOW, ST, STW, STOW, SO, SOW, SOOW 125/250

YC-12C IEC

C13

18 NISPT-2 125/250

16 NISPT-2 125/250

YC-13 IEC C7 18 SPT-1, SPT-1W, SPT-2, SPT-2W, NISPT-2, SVT, SJT 125

NISPT-1

YC-13W IEC

C7P

18 SPT-1, SPT-1W, SPT-2, SPT-2W, NISPT-2 125

YC-14 IEC C5 18 SVT, SVT Shielded, SVTO, SJT, SJT Shielded, SJTW, SJTW Shielded, 

SJTO, SJTOW, SV, SVO, SJ, SJO, SJOW, SJOOW

10/125

SPT-2

YC-13L IEC C7 18 SPT-1, SPT-1W, SPT-2, SPT-2W 125

YC-13D IEC C7 18 SPT-1, SPT-1W, SPT-2, SPT-2W, NISPT-1, NISPT-2, SJT, SVT 125

YC-13C IEC C7 18 NISPT-1, NISPT-2 125

YC-14L IEC C5 18 SVT, SJT, SPT-2 15

YC-18 IEC

C19

16 SJT, SJTW, SJTO, SJTOW, SJTOOW, SJ, SJO, SJOO, SJOW, SJOOW, 

ST, STW, STOW, STOOW, S, SO, SOW, SOO, SOOW, SPT-3

125 or 250

14 SJT, SJTW, SJTO, SJTOW, SJTOOW, SJ, SJO, SJOO, SJOW, SJOOW, 

ST, STW, STOW, STOOW, S, SO, SOW, SOO, SOOW, SPT-3

125 or 250

12 SJT, SJTW, SJTO, SJTOW, SJTOOW, SJ, SJO, SJOO, SJOW, SJOOW, 

ST, STW, STOW, STOOW, S, SO, SOW, SOO, SOOW, SPT-3

125 or 250 

V ac

YC-18L IEC 16 SJT, SJTW, SJTO, SJTOW, SJTOOW, SJ, SJO, SJOO, SJOW, SJOOW, 125 or 250 





Flexible Cord 

Jacketed cords, Type SJTW, STW, SJTO, SJTOW, STO, STOW, SJ, S, SJO, SO, SVT, SVTO, SJT, ST, SJOW, SJOOW, SOW, 

SOOW, SJOO, SOO.  

Parallel cords, Type SPT-1, SPT-2, SPT-3, SPT-1W, SPT-2W, NISPT-1, NISPT-2.  

Rang and dryer cord, Type SRDT. 
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