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Marking:

3.4 ± 0.1/5.6±0.15

Any Color

0.60mm

0.44mm        Jacket

Color

Material

Minimum Average Thickness

Minimum Thickness at any point

Overall Diameter(Approx)

PVC

       Taping

      Shielded A1-Mylar Foil

         Drain

Mylar Foil

Material

Construction

NA

Assembly Pair

NA

NA

NA

NA

NA

Filler

      Conductor
Size

Material

Construction

Material

Minimum Average Thickness

Minimum Thickness at any point

    Core Assembly

Identification

Diameter

     Insulation

Core Twist

0.35mm

2 x  0.75mm2

2.15 ± 0.10

Blue,Brown

 Page
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H03VVH2-F  2 x 0.75mm2

  2-Core

Annealed Bare Copper

67 /∮0.12±0.01

PVC

0.50mm

SPECIFICATION

1. Standard:    IEC  227  IEC228

                                        Item              Specification

2. Construction & Dimension

Style

Size

PVC FLEXIBLE CORDS
Document  No

CEBEC 

IEMMEQU  ESO140750     A004049 60227 IEC 52(RVV) 300/300V     SU01027-4001 

  Yung Li Co., Ltd.  H03VVH2-F 2X0.75mm   VDE   NF-USE 1347  2
KEMA-KEURF N

D FI N +
S
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Size

Style

SPECIFICATION

      PVC FLEXIBLE CORDS
 Document  No

3.Electrical & Physical Properties

 2/2
H03VVH2-F  2 x 0.75mm2

Insulation Resistance(AT 70℃) 0.010MΩ．Km    Min

1500 lbs/in2  min

150% Min

                   Specification

Rating Voltage

Dielectric Strength

70℃   300V

AC  2.0  KV / 15 min  No Brcak

                                Item

Conductor resistance(AT 20℃) 26.0Ω/Km  MAX

80~120% (80℃x168hrs)

Jacket

Spark Test 5.0KV

Unaged

Aged 

Tensile Strength

Elongation

Tensile Strength

Elongation

80~120% (80℃x168hrs)

Elongation 80~120% (80℃x168hrs)

Insulation

Unaged
Tensile Strength 1500 lbs/in2  min

Elongation 150% Min

80~120% (80℃x168hrs)

Graph:

Page

 -15℃  x 4hr No Crack

150±2℃ x 1hr No Crack

Deformation Test

Cold Bend Test

Heat Shock Test 

70±4℃  X 1hr ≦ 50%

Aged 
Tensile Strength

PVC JACKET(被覆)

COPPER CONDUCTOR(導体)

PVC INSULATION(絕緣)
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Certif icate Nunrber: 23599

CERTIFICATE OF APPROVAL

ISSLiED PLIRSL]ANT TO THI EL[CTRICITY {CONSU]\,IER SAFET}.) ACT ?OO.I

ISSUED TO:

Yung  L iCo  L td

Appl iance Conncctor

CLASS { }F ' I \RTICLE:

DESCRIP ' r lON t lF  ARTTCLI  I

Appl iance Conneclor
(Non-rerv i rable,  thernroplast ic  moulded,  s t ra ight-entr t ,  C? appl iance connrctor
for  r :o ld {ondi t ions for  c lass I I  equipnrent  in tegra l ly  nroulded to anr ,<HAR>
cer l i f ied H03vvH2-F 2x0.75mmr or  Austra l inn apprcved,  t \vo-core,  0.75nrrn?.
PVC insulated and sheatheri l ight cluty flat f lexible corcl)
Tra i le  Nanre:  'Yung L i '
250V. ac 2.5A

EX,\PIINED FoR colt{PLIANC[ ]vITFL As.NZs 60320. r : 20{J.{

' IYP| i  
RgFI iRENCE COOII :  Type yC-13

APPROVAI,  ] \ , I ,4RK:

Each electrical article of the aboverlrentioned type shall be rnarlied with.4p;rroval Nurnber
NS}V23599 or  Nl537t  ;or
the Regulator; ' Compliauce Mark (RCM) providetl t lrat the requircments of all relevant
pnrts of AS/I\ZS 4417 applicable to the article are fulf i l led.

D,{TE OF APPROVAL: - t0. tu l r , l00S
This  app lova l  exP i res  J0  Ju l r , ]013 un less  suspent led ,  cance l led .  renet red  or  e r fended.

l 'or Cummissiontr lbr Fair Tratl inq
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ADDHNI}T]M TO CI'R'fTITICATI OF API}IIOVAL ?3599

Particulars of Modificstion(s)

l. Type No, YC-13 alternatiytly nrouldr:d to anl of the follorving <[IAlL> certif ied or equivalent
Australian approved llexible cordsr-

{n)  H05VVH2-F2X0.75nn2.
(b)  FI03V\/ -F2X0.75mm!.
(e)  r l05VV-F?X0.?5nrnr : .

2.  T1 pe No.  YC- l lL  beine s imi lar  to  Type No.  yC-1,3 ercept  hal ing a s ide cord entr r  on the
ver t ic : r l  p lane in l iea o i  a rear  cord enl r l 'anr I  in tegra l l l ' rnouldet l  to  anv of  the fo l lorv ing < l lAR>
certif ied or cquivalent Australiar: approt,ed flexible cords:_

{a)  HOIVYH?-F2X0,75nrm,.

{b) t l05}'V}|2-F 2X0.75nrnr:.
(c)  H03V\/ -F?X0.75rnnr t .
(d) H05\,'V-f 2X[f.75mm!.

J.  T1 'pe No.  YC- lJD being s i rn i lar  to  Type No.  YC-t3 except  having a s ide cord entry  on the
hor izonta l  Plane i r r  l ieu af  a rear  cqrd entry  and integra l ly  moulded to any of  the ib l lorv ing

<IlAli> certif ied or erluivarenr Austrarian apProved flexibre cords:-

(a)  H03VYH?-F2X0.75rnrnr .
(b)  H05VVH?-F1X0.75rnmtr .
(c) I ' l03VV-F 2X0.7-Smnr3.
(d)  H05\ iV-F2X0.75mni , .

Approved;  30 Jul1 '?008

for Conrmissioner for. Fair Trading

Slfet l '  r tnt l  Standards Branch. f l f f icc of Fair Trading, B:-adl icld Rorrd, l , indl iel l  \ \rcst
l imail :  energya pprovalsl i l )olt .conr ntcrce.n.r11.gr)!,au

rvrvrr. fairtrading.nsn..gor,,au l  J 32 ?0

Ii.ef: 23599/l



dvB Ref: NSW23599/2

NSW
GOVERNMENT

Fair
Trading

RENEWAL OF CERTIFICATE OF APPROVAL: NSW23599

Particulars of Renewal

The approval of (C7) Appliance Connector Type No. YC-13 and all approved modificaiions has
been ienewed for a oeriod of FIVE vears,

The Approval expires on 30/07120'18 unless it is renewed, extended, suspended or
cancelled.

olLlz-'.=

Email: enerqvapprovals@services.nswqov.au
Website: !4t44, ttle!!!9.!Sy.gqY€!

Energy & Utilities Unit, NSW FairTrading,
PO Box 972, Parramatta NSW 2124
02 9A95 0722








